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When it comes to optimising natural 
ventilation, louvres stand out as the 
most practical window system. 
They offer minimal resistance to airflow when opened, provide 
protection on rainy days when tilted, and can be closed to seal the 
home against the elements. 

The versatility of louvres means they can be used virtually 
anywhere. Whether you want to open up a single room or the entire 
building to fresh air and cool breezes, louvres make it possible. Not 
only does this enhance the comfort of your living & work space, 
but it also promotes a healthier environment and improves energy 
efficiency by utilizing natural breezes for cooling and ventilation.

Ventus Louvres are the 
ultimate solution in 
modern living. 

VENTUS LOUVRES

Strong blade clips Child resistant

Meets all relevant 
Australian Standards

Australian owned 
and operated

Australian owned, Ventus Louvres offer modern attractive louvre 
gallery blade design, a range of handles options and performance 
that has been tested & passed here in Australia by a certified 
NATA test lab to Australian Standards. Ventus Louvres are an 
outstanding choice for your residential and commercial projects.
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APPLICATION & SIZES
Ventus Louvres offer a versatile window for various applications, 
with the option to order with or without a retrofit assembly 
kit. The retrofit assembly allows for easy installation into most 
existing and new builds, fitting into a wide range of building 
frames and window openings up to 1m wide.

Installation is straightforward, thanks to the easy-to-follow 
instructions provided. The strong and tested blade clips ensure 
excellent blade retention without the need for additional pin 
fixing. These clips are designed to hold 6mm toughened or 
float blade glass, accommodating lengths of up to 900mm in 
both 102mm and 152mm blade sizes. The 102 series is available 
from 311mm up to 2830mm, and the 152 series is available 
from 320mm up to 2980mm (See our Gallery Size and Handle 
Locations Charts), with an option for top blade cut down to fit in-
between blade sizes (See Fixed Blade Deductions). 

The channels are crafted from high-quality aluminium, available 
in powder-coated or anodised finishes, ensuring durability and a 
sleek appearance. The blade clips are made from UV-stabilised, 
non-corrosive, and resilient engineered polymer, providing long-
lasting performance.

Ventus Louvres are backed by Dorics standard warranty, offering 
peace of mind and assurance of quality.

Visible Glass Area
For calculating glazing area/opening or glass area.

The glazing area typically takes into account the portion 
of the glass that is visible and not covered by the frame. 
This ensures an accurate assessment of how much 
natural light can enter the space and helps in evaluating 
the energy efficiency and aesthetic impact of the 
glazing.

The Opening dimensions refers to the space before the 
window frame is installed. The Ventus Auto Louvre has 
additional framing to fit the motor. The measurements 
take into account both sides.

Manual Gallery Framing (M):
Glass Area Width = Opening Width - (minus) 92mm

Auto Gallery Framing (A):
Glass Area Width = Opening Width - (minus) 136mm

Height (H):
Glass Area Height = Opening Height - (minus) 100mm
If ordering the retrofit assembly.

Please note: These measurements are not sizes for glass 
cutting. For a complete guide for calculating sizes to cut 
glass and recommended glass specifications, check out 
Calculating Glass Deductions
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Ring Pull Handle Auto LouvreLow Profile Handle
The Ring Pull lever offers generous grip 
for operation by hand, and a large eyelet 
for use with a map-rod pole. The perfect 
choice for the high and hard to reach 
galleries. 

Hidden within the Gallery framing the Auto 
Louvre powered and controlled by a 24V 
DC plug and play control unit allows users 
to open and close the Louvres with a press 
of a button or connected through a C-bus/
BMS system.

This handle is perfectly suited to galleries 
with blinds or curtains installed, as well as 
high, out of reach windows that require a 
map-rod to operate.

47mm 38.5
mm

66mm 66mm

47mm 64mm 38.5
mm

79mm

99mm83mm

COLOUR OPTIONS

VENTUS BLADE CLIPS

HANDLE OPTIONS

Ventus Louvres offer a versatile and stylish solution for modern 
architectural needs. Available in two blade clip sizes, 102mm and 
152mm, Ventus Louvres are manufactured from an engineered polymer 
that is UV-stabilized, non-corrosive, and highly resilient, ensuring long-
lasting performance even in harsh environmental conditions.

Ventus Louvre clips have been designed and tested to meet and exceed 
industry standards for blade retention, ensuring safety and reliability. 
Additionally, the attractive modern design of Ventus Louvres offers a 
balanced aesthetic, making them a stylish and functional choice for any 
architectural project.

Below shows measurements for clearances when installing external screens or barriers.

Your blade clips, handle and gallery channel are available in the following matching colours and finishes.

The two blade sizes are designed 
to accommodate either 102mm or 
152mm wide, 6mm thick toughened or 
float glass, with a maximum length of 
up to 900mm.

102 Series

Outside OutsideInside Inside

152 Series
Blade Sizes

Blade Clearance

Black

Monument Clear Anodised 25µm 
(Gallery channel only)

White

Surfmist

Silver
Custom Powder Coat 
On Request 
(Gallery channel only)

102mm
152mm

Ventus Louvres4



COMPLIANCE AND TESTING
Ventus Louvres have been designed to meet and 
exceed test requirements as stated by: AS/NZS 4420.1:2016 AS 2047-2014 (+A2) AS 5203

Fall Prevention & Blade Retention
The National Construction Code (NCC) specifies requirements for 
the protection of openable windows to prevent falls, particularly 
for young children. These requirements define a wide range of 
criteria all achieved by ventus to deliver product compliance.

Ventus Louvre Restriction
Ventus Louvres can be supplied with an 
internal device to restrict the opening 
to less than 125mm under 250N load. 
The device is fitted when the gallery 
is assembled at the factory and is 
not accessible once the gallery is 
installed in the frame. Testing under 
AS5203:2016 revealed the restriction 
device exceeded 250N of resistance 
force. 
 

Ventus Louvre Blade Clips - Blade Retention
Tested by a NATA approved laboratory in Australia, a Ventus 
Louvre with blade lengths of 900mm exceed 250N of outward 
force.  This ensures the blades are retained within the clips 
providing the safest possible louvre setup for your family.

Water Penetration
Do We Stand Up To The Elements?
By combining cutting edge design, quality materials and precision 
manufacturing we built a gallery that is all about performance. 
We’ve subjected the Ventus Louvres to thorough testing for high 
wind and water performance with respect to AS 2047-2014 (+A2) 
using AS/NZS 4420.1:2016 test methods. 

Bush Fire Testing
Built for High-Risk Areas: BAL 40 Certified
Ventus Louvres are engineered for durability and performance, 
achieving certification up to BAL 40 for bushfire-prone areas. 
Designed to withstand increasing levels of ember attack, burning 
debris ignited by wind-borne embers, and rising heat flux, they 
provide natural ventilation without compromising safety.  This 
rating ensures they can be confidently installed in high-risk 
zones, offering the perfect balance of airflow and resilience.

doric.com.au/ventus 5
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Snib-Turn
Locking Function

Removable
Snib Key

Black

Monument

White

Surfmist

Silver

Matching Colour Options

Compatible With

RING PULL HANDLELOW PROFILE HANDLE

It works just like a window, the Louvre Loc lets you close 
then lock the louvres for security and peace of mind. Louvre 
Loc is available for 152mm Series & 102mm Series of Ventus 
Louvre Systems.

Designed in Australia by Doric, the Louvre Loc fits within 
the existing ventus louvre system without any modifications 
other than drilling the channel for mounting the lock.

The Ventus Louvre Loc 
offers a convenient, easy 
to use method in securing 
your louvres when in the 
closed position.

LOC

Advantages
Easy to use - a simple turn of the snib key 
secures the louvres when shut.

Removable Snib - Unique Australian design 
turns the snib lock into a removable key for 
added security.

Key Compatibility - Operates with Snib Key 
or Doric C4 key profile.

Smart innovative design - An Australian 
design lead by Doric's R&D team assuring 
the highest quality and standards.

Colour matched to clips, handle and trim.
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Open Air Flow
An unobstructed path for wind flow 
allows fresh air to move freely through 
your home, creating a natural high air 
exchange rate. This helps to remove 
excess moisture, preventing mould and 
dampness, while also improving indoor air 
quality. With better ventilation, airborne 
particles, odours, and even viruses are 
flushed out, promoting a healthier and 
more comfortable living environment - all 
without the need for mechanical systems.

Only Ventus provides the option 
to lock each gallery separately for 
piece of mind. 
Ventus Louvre window systems offer the perfect balance of 
ventilation and security with individual gallery locking. Each 
section can be locked separately, giving you control over 
airflow while maintaining peace of mind. 

Ideal for multi-storey homes and pool areas, louvres 
positioned 1500mm off the floor must be restricted to meet 
pool safety regulations, reducing fall risks for children. This 
design ensures fresh air can circulate without compromising 
safety, making it a smart choice for modern homes.

Safety Meets Air 
Flow with Individual 
Gallery Locking. 

Additional Advantages

READ OUR ARTICLE:
IMPORTANCE OF INDOOR AIR 
QUALITY IN AUSTRALIAN HOMES

1

2

Enhanced Security
Locking the lower louvre galleries 
provides an extra layer of security while 
still allowing airflow through the upper 
sections. This means you can enjoy 
natural ventilation without compromising 
safety, even when you're not at home. 
By restricting access through the lower 
panels, you deter unauthorised entry 
while maintaining a comfortable and 
breezy indoor environment - perfect for 
peace of mind without sacrificing fresh air.

Thermal Chimney
A thermal chimney is a natural way 
to cool your home by harnessing the 
power of rising heat. As warm air inside 
the building rises, it creates an upward 
draft that draws in cooler air from lower 
openings, like louvre windows. This 
continuous airflow helps to flush out hot, 
stale air, reducing indoor temperatures 
without relying on air conditioning. 
By using the natural movement of air, 
thermal chimneys improve ventilation, 
lower energy costs, and create a cooler, 
more comfortable home - ideal for 
sustainable living.

3
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GALLERY HEIGHTS & HANDLE LOCATION
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GALLERY HEIGHTS & HANDLE LOCATION
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GALLERY HEIGHTS & HANDLE LOCATION

3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31

3

2

1

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

28

29

30

31

27

3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31

311mm
401mm
491mm
581mm
671mm
761mm
851mm
941mm

1031mm
1121mm
1211mm
1301mm
1391mm
1481mm
1571mm
1661mm
1751mm
1841mm
1931mm
2021mm
2111mm
2201mm
2291mm
2381mm

2561mm
2471mm

2651mm
2741mm
2831mm

NO. OF
BLADES

GALLERY
HEIGHT

VENTUS 102mm SERIES

Working: Ventus Gallery Heights 102 Std 3-31 1.3  |  PDF export version: 1.5

RESTRICTED WITH

320mm

460mm

600mm

740mm

880mm

1020mm

1160mm

1300mm

1440mm

1580mm

1720mm

1860mm

2000mm

2140mm

2280mm

2560mm

2700mm

2840mm

2980mm

2420mm

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

3

2

1

4

5

6

7

8

9

10

11

12

13

14

15

16

18

19

20

21

17

2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21

VENTUS LOUVRE GALLERY  -  152mm SERIES

NO. OF
BLADES

GALLERY
HEIGHT

Working: Ventus Gallery Heights 152 Std 2-21 1.3  |  PDF export version: 1.5

RESTRICTED WITH

N
o 

cu
t d

ow
n 

av
ai

la
bl

e
N

o 
cu

t d
ow

n 
av

ai
la

bl
e

doric.com.au/ventus 11



Ventus Automated hardware provides a complete range of 
automated options for residential and commercial applications.

Auto Louvre hardware is a control option available for Ventus 
Louvres. It's an easy to install 24V DC ‘Plug & Play’ system that 
does not require an electrician to wire up.

Ventus Automated Hardware can be used in full height systems 
as well as those hard to reach areas, such as clerestories and 
highlights.

PLUG & PLAY 
SYSTEM
The ‘Plug & Play’ system  
consists of a range of controllers  
and motors connected via quick connect plugs. 

The ‘Plug & Play’ system offers control for up to 8 windows 
and capable of operating all at the same time.

MR551
8 Channel Controller

MR536
1 Channel Controller
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WIND LIGHT RAIN INPUT

NC

MODEL: MR536
INPUT VOLTAGE: DV24V
OUTPUT VOLTAGE: DC24V
OUTPUT CURRENT: 10A
FREQUENCY: 433.92 MHz

OPEN

STOP

CLOSE

WATCH OUR VIDEO:
VENTUS AUTOMATED LOUVRES 

  Alchin Long Group

Remotes & Controls
One controller can be connected to an infinite number of 
switches, allowing you to put the controls where you want 
for absolute convenience.

4 Pin Plugs
Accessories

2 Pin Plugs
Power and Motors

OPEN

STOP

CLOSE

RT111
1-Channel wireless 

remote control

OPEN

STOP

CLOSE

RT1116
16-Channel 

wireless remote 
control

OPEN

STOP

CLOSE

NO.1 NO.2 NO.3 NO.4 NO.5

WT215
5-Channel 

wireless  
wall mounted 

switch

OPEN

STOP

CLOSE

WT211
1-Channel 
wireless  

wall mounted 
switch

OPEN

STOP

CLOSE

MS541
Wired  

wall mounted 
switch

Whether providing control to 
out of reach areas, or unifying 
control over multiple windows, 
Automated Louvres make the 
most practical window even 
more versatile.

Automated Louvres.
Precision control at 
your fingertips.
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REQUIRED

EXTENSION  
OPTIONS

For the system to work, these 
are the base required hardware

These items are optional

Auto Louvre motorMOTOR OPTION

Selection Requirements:

Important:

•	 System and Motors operate on 24V DC

•	 8 Channel Controller also available for multiple 
windows.

•	 Extension cables available

•	 Comprehensive electrical drawings and component 
lists are available.

OPERATES ON ALL 
BMS & C-BUS

Matching Colour Options

Wiring connections

Blade Clips and Gallery Channel

Clear Anodised 25µm 
(Gallery channel only)

Complies to AS/NZS 4417.1 and AS/NZS 4417.2 
RCM certification by ACMA 
(Australian Consumer Media Authority)

Black

Monument

White

Surfmist

Silver

Custom Powder Coat 
On Request 
(Gallery channel only)

Signal used in our controllers are 
normally open passive dry contact.

OCP

MODEL : MR536
INPUT : DC24V
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CLOSE

POWER PACK 
2.5AMP

ELECTRIC
AUTO LOUVRE

C405F3
C2075F01C2075M01

OVER 
CURRENT 

PROTECTION

WLR001
WIND, LIGHT, RAIN 

SENSOR

MR536
(Front and rear panels shown)
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AUTOMATED LOUVRE & OCP

ELECTRIC AUTO 
LOUVRE GALLERY

OVER CURRENT 
PROTECTION

An OCP (Over Current Protection) is a device that plugs in line 
directly to the Auto Louvre motor offering protection from 
electrical damage.

In part owing to the louvre motors compact design and needing 
to fit within the gallery frame, the OCP is a separate device. It 
is recommended to be installed in the cavity or ceiling space 
next to the Control Box (controller) making it easier to access, 
troubleshooting faults, or swapping out a damaged unit. The 
cables can then run over to the louvre gallery, and pushed 
through a 22mm diameter drilled hole in the frame.

The OCP operates like a fuse, designed to be a last line of 
defense to stop over current surges and spikes from reaching 
the motor. In the event this happens, the motor will temporarily 
not work until the OCP is replaced. The great advantage in 
protecting it like this avoids requiring extensive disassembly of 
the glass and galleries to access the motor for replacement. It’s 
a matter of unplug and re install the OCP by the controller.

Every Auto Louvre motor requires a Over Current Protection 
(OCP) and one is supplied with every motor along with the Auto 
Gallery Adapter for the side of the gallery.

The Louvre Motor is always on the 
left hand side of the gallery when 

looking out, and the cable exits top 
left hand side of the frame.

TO THE CONTROLLER
(24V DC)

Ventus Louvres14
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NO. OF
BLADES

GALLERY
HEIGHT

VENTUS LOUVRE GALLERY 102mm AUTO

GALLERY HEIGHTS & MOTOR LOCATION

MOTOR 
LOCATION

Note: 
Heights greater 
then the heights 

displayed are 
possible as 
engineered 
solutions
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CALCULATING 
GLASS DEDUCTION
FOR CUTTING GLASS BLADES TO SIZE

(Glass Deduction = Opening Size minus 113mm)

(Glass Deduction = Opening Size minus 68mm)

Opening Size

Opening Size

Opening Size
minus  -   
113mm

= Glass Size

AUTO

Opening Size
minus  -   
68mm

= 
Glass Size

MANUAL

MANUAL
LOUVRES

AUTO
LOUVRES

 
Glass Specifications:
Ventus Louvres orders do not include glass blades, please 
order to the following specifications:

Thickness: 
Length:

6mm
See calculations, max. 900mm

Ventus Louvres16



FIXED BLADE DEDUCTIONS
FOR NON-STANDARD GALLERY HEIGHTS

AL1314 AL1310

G
la

ss
 B

la
de

Note: A fixed blade is required to be sealed and supported. To do this, screw AL1310 
and AL1314 into the outer frame and then install the glass where indicated “X”

X

FIXED BLADE Less than 152mm
or 102mm

WEATHER STRIP SEAL

SIDE VIEW

6

A fixed blade is used when the height of the opening is smaller than that of a standard gallery height.  
For this, start with using the standard gallery that is one size greater than the height you require and follow the calculations below.

Fix Blade Calculation: 
Standard gallery height  – (minus)  Required height   – (minus)  10mm  =  Cut measurement; 
Clip size (either 152mm or 102mm)  – (minus)  Cut measurement  =  Fixed Blade Height. 

For example with a 152mm Gallery, a window height of 2200mm will take a 16 blade (2280mm) gallery.  
This will be cut down 80mm to 2200mm and the top clip disconnected and screwed off into the fixed position.

Fixed blade installation instructions:

1.	 Select the blade that is one size larger than the opening dimension (Refer to standard height chart).

2.	 Trim channel and clip to suit (see deductio	n area)

3.	 Disconnect link arms from pivot cap

4.	 Cut link arms

5.	 Screw through the blade clip  +  to the gallery channel from inside the glazing pocket

6.	 When a blade is less than 152mm or 102mm, a fixed blade carrier as shown is  
required to be screwed into the frame to support the glass

Deduction
Area

2

1

4

3

5
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PARTS & COMPONENTS

Watch Video:
YouTube:
Retrofit Louvre Gallery Assembly Overview

Fixed Blade 
Carrier
For Fixed Blade 
Deductions, 
available for 102 
and 152 louvres, 
see page 17
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152mm Gallery
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102mm Gallery

F

E
D

A

A

C

C

B

B

E

D

B

GG

C

A

A.	 Blade Clip
B.	 Louvre Gallery Handle & Trim
C.	 Gallery Channel
D.	 Plant On Sill and Head - AL1314
E.	 Weather Strip (Top & Bottom) - AL1309
F.	 Rubber Weather Seal
G.	 Louvre Frame Adaptor - AL1312
H.	 Fixed Blade Carrier (Optional) - AL1310

Ventus Louvres18



ORDERING & PART NUMBERS
Components Part # Description

 

AL1314 Plant on Sill & Head

AL1309 Weatherstrip
(Top & Bottom)

* Extrusion sold in 3m lengths

* Extrusion sold in 3m lengths

E

G

H

D

A B C

F

LRVG-102-03-L-LN-BLK	  Louvre Gallery (102 or 152)

Louvre Gallery Clip (mm) No. Blades Handle Handle Side Colour

102mm Series Louvre Galleries

BLADE 
CLIP SIZE

NO. 
BLADES HANDLE HANDLE 

SIDING COLOUR RESTRICTION LOUVRE 
LOC

RETRO FIT 
ADAPTER

102mm 3-31 Low Profile Right Hand
Left Hand

Black
White
Silver

Monument
Surfmist

Clear Anodised
Custom 
(on request)

Yes
No

Yes
No

Yes
No

102mm 3-31 Ring Pull

102mm 5-31 Auto No Handing - -

152mm Series Louvre Galleries

BLADE 
CLIP SIZE

NO. 
BLADES HANDLE HANDLE 

SIDING COLOUR RESTRICTION LOUVRE 
LOC

RETRO FIT 
ADAPTER

152mm 2-21 Low Profile Right Hand
Left Hand

Black
Pearl White

Silver
Monument

Surfmist
Clear Anodised

Custom 
(on request)

Yes
No

Yes
No

Yes
No

152mm 2-21 Ring Pull

152mm 3-21 Auto No Handing - -
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 50 mm 

3000 mm 

3000 mm 
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 50 mm 

3000 mm 

3000 mm 
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 20.2 mm 

3000 mm 

3000 mm 

 2
6.

5 
m

m
 

 20.2 mm 

3000 mm 

3000 mm 

AL1310 Fixed Blade Carrier (Optional)
(used to support glass in fixed blade application)

* Extrusion sold in 3m lengths 19 mm 

 2
6 

m
m

 

3000 mm 

 19 mm 

 2
6 

m
m

 

3000 mm 

AL1312 Louvre Frame Retro Fit Adaptor
(Used when gallery installation is not installed in 
dedicated louvre frame)

* Extrusion sold in 3m lengths

3000 mm 

 35.8 mm 

 3
.2

 m
m

 3000 mm 

 35.8 mm 

 3
.2

 m
m

 

9048993 Rubber Louvre Seal Roll - 200m

9049767 Rubber Louvre Seal - 3m

 6.6 mm 

 6
.7

 m
m

 

 5
 m

m
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