POWER STRUT _———
SELECTION TABLE - — .

1 Find your Sash Height range.
m You are going to need to know that exact height of the Sash and select the range it fits within.

2 Check/Confirm Sash Weight is within operation limit.
m A Power Strut cannot operate sashes exceeding the stated maximum weight.

3 Order your Strut.

m If height and weight are within
range, select the matching strut
and order code below.

Relevant Strut Measurements

Closed Length  Open Length Strut Throw Latchbox Cut Out

Window Sash Height Max. Sash Weight Order Code Strut Codes

(mm) (kg) (mm) (mm) (mm) (mm)
950 - 1049 53 9115077 605-855 Strut 250 24V DC 1000N 605 855 250 828
1050- 1149 49 9115078 700-950 Strut 250 24V DC 1000N 700 950 250 923
1150 - 1249 60 9115079 750-1060 Strut 310 24V DC 1000N 750 1060 310 1023
1250 - 1349 55 9115080 850-1160 Strut 310 24V DC 1000N 850 1160 310 1123
1350 - 1449 7 9115081 850-1260 Strut 410 24V DC 1000N 850 1260 410 1223
1450 - 1549 72 9115082 950-1360 Strut 410 24V DC 1000N 950 1360 410 1323
1550 - 1649 68 9115083 1050-1460 Strut 410 24V DC 1000N 1050 1460 410 1423
1650 - 1750 65 9115084 1150-1560 Strut 410 24V DC 1000N 1150 1560 410 1523
1450 - 1549 90 9121982 900-1380 Strut 540 24V DC 1000N 900 1380 480 1323
1550 - 1649 96 9126377 950-1490 Strut 540 24V DC 1000N 950 1490 540 1423
1650 - 1749 100 9121158 1000-1596 Strut 596 24V DC 1000N 1000 1596 596 1523






